
Buckeye Eco Extraction Cleaner is highly concentrated and designed to be used as a 
hot water carpet extraction cleaner at 1 oz. per gallon. The chemistry in Buckeye Eco 
Extraction Cleaner bonds with the oil, grease, dirt or other soil and removes it quickly 
with the aid of the hot water. Buckeye Eco Extraction Cleaner is effective on both oil 
and water-based soils, is low foaming, and leaves no residue to promote the re-soiling 
of carpet fibers. 

E52

1oz./gal. (1:128) makes 42.6 end-use gallons, 
which is equivalent to:

10-gallon
carpet extractor solution tanks

4

Each 4x1 case makes 170 end-use gallons

1.25 L Bag Yield RateFEATURES • ADVANTAGES • BENEFITS

FEATURES
• Highly concentrated

• No residue

• Does not use encapsulation

• Woolsafe® approved

ADVANTAGES
• More cost effective

•  Does not promote re-soiling

•  Prevents the clogging of extraction jets

• Independently tested for the highest standards in  
 performance and safety

BENEFITS
• Saves on usage and shipping costs

• Saves time by preventing frequent cleaning due to 
 re-soiling

• Saves time and money by preventing costly machine   
 maintenance

• Protect carpet investment by assuring products are safe  
 and effective
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Available in:

1.25 L
bags

Improper use and dilution may result in inadequate cleaning and 
may result in health and physical hazards that match those of 
the concentrate. When handling concentrated product, wearing 
safety glasses and gloves is suggested.

Dispose of unused product and solutions in accordance with 
local, state, and federal regulations.

Eco Extraction Cleaner
Technical Specifications

pH (concentrate) 9.4 ± 0.2

pH 16 oz./gal (1:8) 8.2 ± 0.2

Specific Gravity 1.041 gr/ml

Weight/Gallon 8.67 lbs

Actives 10.9%

Biodegradable Yes

Color Clear

Fragrance Fresh and Clean

Directions for Use

®

Connecting 1.25 L Bags to Eco Unit
1. Remove 1.25 L bag from carton.

2. To open the Eco unit product compartment, depress the top of the 
unit with your fingers and  pull the compartment down towards you 
with your other hand.

3. Align Eco unit connector cap lugs with 1.25 L bag metering plug 
channels. Rotate clockwise to lock in place.

4. Fit 1.25 L bag neatly into product compartment with hose barb 
pointed downward. 
*Ensure chemical line is not pinched.

5. Close Eco unit product compartment.

Dispensing Diluted Product into Mop and Bucket/Other Equipment
1. Position Eco unit discharge hose into mop bucket or other  

equipment.

2. Press green button below appropriate product to dispense cold 
water diluted product.

3. For hands-free operation, push the appropriate green button once 
to dispense cold water diluted product. Once filled, push the button 
again to stop product flow.

For more information about E52, 
scan this code.


